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Now, an efficient, inexpensive 
plucker designed to save you Time 
and Money.  Twice as many fingers 

as most pluckers. 

EASY PLUCK ™ 
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The Easy Pluck kit, designed to be installed inside of a 
55 Gallon plastic barrel while a lower barrel with a large 
garbage bag inside catches most plucked feathers, 
simplifying the entire plucking process. 
 
With practice, it won’t be long and you will be plucking 
birds in 1 1/2—2 minutes average, while catching most 
feathers. 
 
NOTE: Please, only DRY, BLOOD FREE ducks at first!  
You will not be happy with the EASY PLUCK if you 
attempt to pluck wet or blood soaked birds before you 
learn how to manipulate the ducks for optimal feather 
removal. 
 
EASY PLUCK is now powered by an easily portable 
3/8” drill motor (User Supplied), it uses no belts –direct 
drive. 

Kit includes: 4 1/2 X 12” EASY PLUCK plastic fixture, 2 
bearing brackets, a coupled plucker head with fingers 
installed, bungee cord, and the barrel cutout template. 

Tools Needed:  Skill saw, Jig saw or equivalent, drill with 
Phillips driver, 1/8” drill bit, C-clamps or vise grips, wood 
rasp,a tube of silicone caulk and 2 - 55 Gallon plastic barrels.  
You will also need a large garbage bag 
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EASY PLUCK INSTALLATION 

CENTER TEMPLATE 
VERTICALLY  ON 
THE SIDE OF A 55 
GALLON BARREL 
AND TAPE TO 
BARREL.  TRACE 
YOUR LINE WITH A 
MARKER 

Cut  along 
marked lines 
with a jig saw, 
remove cutout. 
 
Cut the bottom 
(flange side) of 
barrel off at the 
black line. 
 
A skill saw 
works best here. 
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Remove screws and washers from the plastic fixture, 
remove bearing brackets noting placement for 
reinstallation. 

Clamp plastic fixture 
on the inside of the 
barrel to use as a tem-
plate for drilling 
mounting holes.  
 
Clamp using C-
clamps or vice grips. 
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Drill 1/8” holes through 
barrel from the inside using 
existing fixture holes as 
guides. 

Remove clamps and 
plastic fixture.  Roughen 
outside of fixture and 
inside of barrel to ensure 
silicone adhesion.  
Spread silicone, re-
clamp, and screw bear-
ing brackets in place.  
Allow 24 hours for sili-
cone to cure then re-
move clamps 

Unscrew Rt. bearing 
bracket, slide plucker 
drive shaft into left bear-
ing bracket, install loose 
bracket on right shaft 
then screw right bracket 
back in place using pro-
vided washers. 
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Screw a 1X3 plastic Anti-Rotation (AR) block from inside 
the barrel with provided washer head screws (unscrew from 
the AR block).  The drill should not contact the barrel, just 
the AR block eliminating vibration and noise. 
 
If drill is equipped with a keyless chuck, securely tighten 
chuck with channel lock pliers.  
 
Secure your drill to AR block snuggly with bungee cord, if it 
is too tight the barrel bends which then creates excessive 
wear. 
 
Recommend 1200 RPM drill speed, ensure clockwise rota-
tion to pull feathers into the barrel. 
 
Verify clearance for drill and cut out as necessary for the 
drill you use. 
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Apply the EASY PLUCK decal above the opening, and 
HAVE FUN PLUCKING DUCKS FROM NOW ON!!! 

Cut your second barrel 5” down from flange end.  
 
Place a bag in bottom barrel to collect feathers.  Set EASY 
PLUCK barrel onto bottom  barrel. 

As with any tool, inspect your EASY PLUCK before each 
use to ensure all components are properly attached and re-
main secure. 

From custom made kit to plucked duck in 30 minutes (less 
drying time). 
 

THE MOST VERSATILE PLUCKING MACHINE IN THE WORLD 
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CAUTION 
Always wear safety glasses when operating the 

EASY PLUCK or any power tools. 

EASY PLUCK 
3972 MYSZKA LANE 

PHELPS, WI 54554 
877-577-2279 

Email: rod@pluckwitheasypluck.com 
Visit us at:  www.pluckwitheasypluck.com 

I ASK YOU TO COMPARE:  DOLLAR FOR DOLLAR, 
MORE “ BANG FOR YOUR DUCK ”! 

Note: When EASY PLUCK fingers become worn 
they will need to be replaced.  For best results 
clean fingers between use as they collect fat and 
blood. 


