
             Chicken/Pheasant 

Now, an efficient, inexpensive plucker, designed 

to save you TIME AND MONEY ! Long, flexible, 

commercial chicken plucking fingers!!! 
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Kit Includes: 9ǌ aluminum plucking drum with 28, 3 İǌ commer-

cial rubber plucking fingers installed, stainless steel drive shaft, 

two bearing brackets, shelf for drill to set on, cutout template and 

all hardware. 

 

Tools Needed: Skill saw, jig saw or equivalent, drill with Phillips 

driver, 1/8ǌ drill bit, wood rasp, felt marker and tape. You will 

also need two 55 gallon barrels (a heavy metal barrel works best 

for the bottom) and a large garbage bag. 
 

The Easy PluckÊ C/P kit, designed to be installed inside of a 55 

gallon plastic barrel while a lower barrel with a large garbage bag 

inside catches most plucked feathers, simplifying the entire pluck-

ing process. 

 

With practice, it wonôt be long and you will be plucking birds in 

30 secondsðto one minute average while catching most feathers. 

 
NOTE:  ALL BIRDS MUST BE SCALDED, dry duck feathers fly everywhere!! There 

is a learning curve, AND finesse must be used on the thinner skinned game birds. 

 

 

EASY PLUCKÊ C/P is now powered by an easily portable İǌ drill 

motor (user supplied). It uses no beltsðdirect drive, 800-1000 

RPM is recommended. 
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Center template 

vertically on the side 

of a 55 gallon barrel 

and tape down. 

Trace template with 

marker.  

Cut along marked 

lines with jigsaw, 

including hole for 

shaft/drill.  

Cut the bottom (flange 

side) of barrel off at the 

black line.  

EASY PLUCKÊ C/P INSTALLATION  


